
ALTEA 400-102 • 400-113

ALTEA

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742



ALTEA 400-107 • 400-119

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742



ALTEA 400-101

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742



ALTEA 400-102 • 400-115

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742



ALTEA 400-102 • 400-110

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742



ALTEA 400-105 • 400-117

pantheontile.com | 877.737.3742pantheontile.com | 877.737.3742

OVERVIEW



COLOR OPTIONS  
400-101

400-102

400-117

400-118

400-104

400-119

400-105

400-107

400-108

400-110

400-111

400-113

400-114

400-115

APPLICATIONS
Interior Wall

OVERVIEW
ALTEA
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BODY TYPE
White Body

FORMATS (NOMINAL INCHES)

4˝x12 ˝ Non-Rectified - Picket - Glossy - All Colors

4˝x12 ˝ Non-Rectified - Picket - Satin - 400-102

400-120

9 mm

Dimensional Tolerance
Thickness Tolerance
Water Absorption Ceramic Tile
Breaking Strength >7.5mm
Modulus of Rupture
Deep Surface Abrasion 
Frost Resistance
Chemical Resistance
Stain Resistance
V Rating
Pre-Consumer Recycled Content
VOC Content

TECHNICAL DETAILS
Compliant
Compliant

Passes
Meet / Exceeds
Meet / Exceeds
Meet / Exceeds

Resists
Resists
Resists

V1
--

0%

ISO 10545-2
ISO 10545-2
ISO 10545-3
ISO 10545-4
ISO 10545-4
ISO 10545-6
ISO 10545-12
ISO 10545-13
ISO 10545-14

<0.10%
<5%
<10%
1300N

35N/mm2
< 175mm3

Resists
Resists
Resists

ALSO AVAILABLE
3˝x12 ˝ Non-Rectified - Brick Rustic Edge - Glossy 
400-101 • 400-102 • 400-104 • 400-118

6 ˝x16 ˝ Non-Rectified - Brick Straight Edge - Glossy 
400-102 • 400-104 • 400-118

9 mm

= #gtg material that is in stock and available in the U.S.


